AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

§80.1003

§80.1003 Station required.

Vessels subject to the Bridge-to-
Bridge Act must have a radiotelephone
installation to enable the vessel to par-
ticipate in navigational communica-
tions. This radiotelephone installation
must be continuously associated with
the ship even though a portable instal-
lation is used. Foreign vessels coming
into U.S. waters where a bridge-to-
bridge station is required may fulfill
this requirement by use of portable
equipment brought a board by the
pilot. Non portable equipment, when
used, must be arranged to facilitate re-
pair. The equipment must be protected
against vibration, moisture, tempera-
ture and excessive currents and
voltages.

§80.1005 Inspection of station.

The bridge-to-bridge radiotelephone
station will be inspected on vessels
subject to regular inspections pursuant
to the requirements of Parts Il and 111
of Title 11l of the Communications Act,
the Safety Convention or the Great
Lakes Agreement at the time of the
regular inspection. If after such inspec-
tion, the Commission determines that
the Bridge-to-Bridge Act, the rules of
the Commission and the station license
are met, an endorsement will be made
on the appropriate document. The va-
lidity of the endorsement will run con-
currently with the period of the regu-
lar inspection. Each vessel must carry
a certificate with a valid endorsement
while subject to the Bridge-to-Bridge
Act. All other bridge-to-bridge stations
will be inspected from time to time. An
inspection of the bridge-to-bridge sta-
tion on a Great Lakes Agreement ves-
sel must normally be made at the same
time as the Great Lakes Agreement in-
spection is conducted by a technician
holding one of the following: a General
Radiotelephone Operator License, a
GMDSS Radio Maintainer’s License, a
Second Class Radiotelegraph Opera-
tor’s Certificate, or a First Class Ra-
diotelegraph Operator’s Certificate.
Additionally, the technician must not
be the vessel’s owner, operator, master,
or an employee of any of them. Ships
subject to the Bridge-to-Bridge Act
may, in lieu of an endorsed certificate,
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certify compliance in the station log
required by section 80.409(f).

[51 FR 31213, Sept. 2, 1986, as amended at 61
FR 25807, May 23, 1996]

§80.1007 Bridge-to-bridge radio-
telephone installation.

Use of the bridge-to-bridge transmit-
ter must be restricted to the master or
person in charge of the vessel, or the
person designated by the master or per-
son in charge to pilot or direct the
movement of the vessel. Communica-
tions must be of a navigational nature
exclusively.

§80.1009 Principal operator and oper-
ating position.

The principal operating position of
the bridge-to-bridge station must be
the vessel’s navigational bridge or, in
the case of dredges, its main control
station. If the radiotelephone installa-
tion can be operated from any location
other than the principal operating po-
sition, the principal operating position
must be able to take full control of the
installation.

§80.1011 Transmitter.

(a) The bridge-to-bridge transmitter
must be capable of transmission of G3E
emission on the navigational frequency
156.650 MHz (Channel 13) and the Coast
Guard liaison frequency 157.100 MHz
(Channel 22A). Additionally, the
bridge-to-bridge transmitter must be
capable of transmission of G3E emis-
sion on the navigational frequency of
156.375 MHz (Channel 67) while
transiting any of the following waters:

(1) The lower Mississippi River from
the territorial sea boundary, and with-
in either the Southwest Pass safety
fairway or the South Pass safety fair-
way specified in §166.200 of the U.S.
Coast Guard’s Rules, 33 CFR 166.200, to
mile 242.4 AHP (Above Head of Passes)
near Baton Rouge;

(2) The Mississippi River-Gulf Outlet
from the territorial sea boundary, and
within the Mississippi River-Gulf out-
let Safety Fairway specified in §166.200
of the U.S. Coast Guard’s Rules, 33 CFR
166.200, to that channel’s junction with
the Inner Harbor Navigation Canal;
and

(3) The full length of the Inner Har-
bor Navigation Canal from its junction
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